
Shanghai BOQU Instrument Co.,Ltd

Online Dissolved Oxygen Meter

Model:DOG-2082Pro

Brief Introduction
Complete functions, stable performance, easy operation, low power consumption, safe and re

liable, using supporting simulated dissolved oxygen electrodes, can be widely used in indust

rial occasions such as effluent treatment, pure water, boiler water, surface water, electroplate,

electron, chemical industry, pharmacy,food production process, environmental monitoring, bre

wery, fermentation etc.

Technical Specification

Specification

Measuring range

Accuracy

Power supply

Power

Output

Communication

Relay

Temperature compensation

Data recording

Size

Shell material

Protection

Language selection

Installation

Details

0.00mg/L~20.00 mg/L

0.00%~200.00 %

-10.0℃~130.0℃

±1%FS ±0.2℃

90V~ 260V AC 50/60Hz

4W

2 ways of 4-20mA

RS485 Modbus RTU

5A/250VAC 5A/30VDC

PT1000/NTC10K/22K

1000times

144mm×144mm×104mm

ABS Plastics

IP65

English/Chinese

Panel/wall/pipe installation



Shanghai BOQU Instrument Co.,Ltd

Pure Water Dissolved Oxygen Electrode

Model:DOG-208F(ppb)
This DOG-208F is to trace ppb(µg/L) level of dissolved oxygen, it will measure accurately in pure

water processes. Monitoring at trace low oxygen levels in critical processes will allow quick response

and minimize costly downtime. DOG-208F ppb dissolved oxygen sensor accurately measures trace

levels of dissolved oxygen down to 1 ppb.Best performance is achieved when used in applications

where process

Measuring range: 0-100ug/L,0~200ug/L, 0-20mg/L

Electrode material: 316L stainless steel

Temperature compensation resistor: 2.252K 22K Ptl00 Ptl000 etc

Sensor life: >3 years

Cable length: 5m (double shielded)

Detection lower Limit: 0.1ug/L(ppb)(20℃)

Measurement upper limit: 20mg/l(ppm)

Response time: ≤3min(90％, 20℃)

Polarization time: >8h

Minimum flow rate: 5cm/s; 515 L/h

Drift: <3%/month

Measurement error: <±1 ppb

Aircurrent:50-80nA Note:Maximumcurrent20-25uA

Polarization voltage: 0.7V

Zero Oxygen: <5ppb(60min)

Calibration intervals: >60 days

Measured water temperature:0~60℃

temperature, flow and pressure are stable.

Application :Thermal power plants, power plant desalted water,boiler feed water,beer etc places of

trace ppb oxygen content.



Shanghai BOQU Instrument Co.,Ltd

Dissolved Oxygen Sensor

Model:DOG-208FA (130℃,6bar and Sanitary,FDA)

DOG-208FA/KA12
Polarographic measurement of high oxygen concentration , accurate and reliable. high accuracy,

low drift, fast response, short polarization time, long maintenance period and lower cost.

Operaterange: 6ppb~20ppm

Temperature: 0~130℃

Pressure: 0~6Bar

Temperature Compensation:pt1000or 22K

Plug type: VP6 or VP8

Size: 12mm*120mmor12mm*225mm

Classic application: Fermenter, Biotechnology,Pharmaceuticals industry, Food and beverage

technology, sugaring, starch paste etc.

DO Sensor Selection
By virtue of a dissolved oxygen electrode field accumulated years of experience, BOQU Instrument

almost for all process analysis application types provide advanced solutions.

The measurement of dissolved oxygen:In biotechnology, drug development, food and beverage,

chemical manufacturing mainly deal with the field of many processes, the suitable content of

oxygen is very important in the dissolved oxygen control to ensure the quality of the products
Electrochemical oxygen Electrode:
Fully equipped with a variety of DO sensors to meet the highest requirements of the industry in

terms of performance, which is almost suitable for all areas, they are using the company's unique

technology.



Shanghai BOQU Instrument Co.,Ltd

DO Sensor Assembly Kit

Nut

Casing plug
When the shield is removed, the process media may
leak, the sleeve plug for you to solve this problem,
the sealing and complete reliability.

DO Cable VP6 series type

Used to Standard VP6 plug’s Electrode,transmitter’s one side is contact pin.
Length:3m Length:5m Length:10m Length:15m Diameter:7.5mm

Fixed Sheath GWHT/120
12mm diameter of pH, dissolved oxygen sensor.
Modular design concept can be adapted to almost
all processes, both suitable for sanitary applications

Fixed Sheath GWHT/3

The welding base

The rugged solder pad has been repeatedly in the
industrial field to prove its value, made of 316L
stainless steel, welding angle of 15 degrees

and can work in hazardous areas



Shanghai BOQU Instrument Co.,Ltd

Industrial Dissolved Oxygen Sensor

Model : DOG-209FA

TechnicalIndexes

Technical Features
DOG-209FA type oxygen electrode improved from the previously dissolved oxygen electrode, change
diaphragm into a grit mesh metal membrane, with high stability and stress resistant, can be used in a
more harsh environment, maintenance volume is smaller, suitable for urban sewage treatment,
industrial wastewater treatment, aquaculture and environmental monitoring and other fields of
continuous measurement of dissolved oxygen.

Ultra resistant to pressure (0.6Mpa) wallop, imported (grit mesh metal membrane)
Upthread:M32*2.0 Measuringrange:0-20mg/L
Measuring principle: Current type sensor (polarographic electrode)
Breathable membrane thickness: 100μm
Electrode shell material: PVC or 316L stainless steel
Temperature compensation resistance: Pt100, Pt1000, 22K, 2.252K, etc.
Sensorlife:>2years
Detectionlimit:0.01mg/L(20℃)
Responsetime:2min(90%,20℃)
Minimumflowrate:2.5cm/s
Measurement error: <± 0.01 mg / L
Output Current: 50-80nA/0.1 mg / L Note: Maximum current 3.5uA

Cablelength:5m
Measurementlimit:40mg/L
Polarizationtime:60min
Drift:<2%/month

Polarizationvoltage:0.7V
Calibrationinterval:>60days 

Zerooxygen:<0.01mg/L
Measuredwatertemperature:0-60℃


